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- VARIES

HUNTLEY-DUNDEE ROAD

EXISTING TYPICAL SECTION

%STA 100+38.95 TO STA. 131+00.0
TA. 135+81.2 TO STA. 138+96.2
VIISTA. 142+30.5 TO STA. 153+47.4
(XISTA. 155+80.4 TO STA. 159+97.4
DMIMSTA. 163+41.7 TO STA. 175+00.0

| VARIES

LEGEND

EXISTING HOT-MIX ASPHALT PAVEMENT

EXISTING AGGREGATE SUBBASE

EXISTING B6.12 CURB AND GUTTER

EXISTING PCC SIDEWALK

EXISTING HOT-MIX ASPHALT BIKE PATH

EXISTING AGGREGATE SHOULDER

HOT-MIX ASPHALT SURFACE REMOVAL, 1/2“

HOT-MIX ASPHALT SURFACE REMOVAL, 2“

HOT-MIX ASPHALT SURFACE REMOVAL, SPECIAL

CLASS D PATCHES, 6“ (LOCATION AND TYPE AS DIRECTED BY RE)

TOPSOIL, IDOT CL 1A SEEDING AND EROSION CONTROL BLANKET AS DIRECTED BY THE
ECHER, 03 AECESSANY FOF, SB M0 SUTTEn, FEHOVAL A0 R A P

AND GUTTER REMOVAL AND REPLACEMENT, AGCREGATE SHOULDER, PCC SIDEWALK 5“ AND
PAVEMENT REMOVAL)

® ERROEEOEEO

PROPOSED POLYMERIZED LEVELING BINDER (MACHINE METHOD), IL-4.75,
NSO - 3/4".

PROPOSED HOT'MIX ASPHALT SURFACE COURSE,

MIX “D"”, NTO -

PROPOSED BITUMINOUS MATERIAL (PRIME COAT)

PROPOSED AGGREGATE (PRIME COAT)

‘ VARIES

35’3-50’ .

HUNTLEY-DUNDEE ROAD
EXISTING TYPICAL SECTION

[MISTA. 139+84.2 TO STA. 141+22.8
(XUSTA. 160+91.2 TO STA. 162+41.7

VARIES

PROPOSED AREA REFLECTIVE CRACK CONTROL TREATMENT
PROPOSED AGGREGATE SHOULDER, TYPE B

COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND REPLACEMENT
{AS DIRECTED BY THE ENGINEER). INCLUDES 4 SUBBASE GRANULAR MATERIAL TYPE B.
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| ASPHALT U ENTS.
TEl AC-TYPE VoiDs

RESURFACING

HOT-MIX ASPHALT SURFACE COURSE,
MIX “D”, N70 (IL 9.5 mm), 1 1/2” PG 64-22 4%e TOGYR.

POLYMERIZED LEVELING BINDER (MACHINE METHOD),
NS0 , IL-4.75, N50, 3/4~ $8S/SBR
PG T76-28/-22| 4%@50GYR.

PATCHING
CLASS D PATCHES, 6”
CHMA BINDER IL-19MM) PG 64-22/+ | 47@70GYR.

P

NOTE:
! THE UNIT WEIGHT USED TO CALCULATE ALL
HOT-MIX ASPHALT SURFACE MIXTURE
QUANTITIES IS 112 LBS/SY/IN.

* WHEN RAP EXCEEDS 207 THE NEW ASPHALT
BINDER IN THE MIX SHALL BE PG 58-22.
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HUNTLEY-DUNDEE ROAD
EXISTING TYPICAL SECTION

STA. 141+22.8 TO STA. 142+30.5
STA. 162+41.7 TO STA. 163+41.7
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HUNTLEY-DUNDEE ROAD
EXISTING TYPICAL SECTION

[W]STA. 138+96.2 TO STA. 139+84.2
[XISTA. 159+87.4 TO STA. 160+91.2

VARIES

3

3

|

3
i
¢
. VARIES | VARIES .
r 1.5’ ! HUNTLEY-DUNDEE ROAD
3 EXISTING TYPICAL SECTION
XISTING TYPICAL SECTION [XIV] STA. 175+00.0 TO STA. 191+83.0
NSTA. 131+00 TO STA. 135+81.2 FS 2
N 2
HUNTLEY-DUNDEE ROAD
EXISTING TYPICAL SECTION
W STA. 153+47.4 TO STA. 155+80.4
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